From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Avery Comarow <AComarow@usnews.com> 

Subject: 3 Nixies for sale 

Message-ID: <2.2.16.19970422071557 .11375510@pop3.usnews.com> 


I just came into three 9-pin Nixie-type indicators, GE Y1938. I have no 
idea whether they're good, but my guess is that they were purchased for a 
project and never used. Anybody need ‘em? No idea what a fair price might 
be, but if they turn out not to work I'll refund payment. 


Offers? 


Avery W40GK 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: cmthomp1@facstaff.wisc.edu (Clark M. Thompson) 
Subject: 75A4 filter question 

Message-ID: <v02110100a£816e8457e1@[144.92.183.221]> 


Hi all, 


At long last I've finally got my hands on a F455J05 CW filter for my A4. 
It seems to work well with one exception: S-meter readings when using the 
filter are down about 15 dB from those using the 3.1 kHz filter. Is this 
normal? I assume that the losses through the 500 Hz filter may be somewhat 
higher than with wider filters, but that much? The response seems smooth 
and not "ringy." Is there an easy way to compensate for this? Should I 
even care? 


This is the sum total of my experience with mechanical filters of this 
bandwidth so I'm not quite sure what is "normal." Any suggestions will be 


appreciated. 


Thanks & 73, 


Clark, KD9QI 


cmthomp1@facstaff.wisc.edu 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: "Steve Hill" <SHILL@onaustralia.com.au> 
Subject: RE : Grounding, Braid and Inductance 


Message-ID: <09512903103398@onaustralia.com.au> 


Surprised no one picked up on this before. 


The formula for inductance is L=(L1*L2)/(L1+L2). 
Thus if L1 and L2=1, L=(1*1)/(1+1)=0.5 


So lots of inductors in parallel gives a small amount of inductance. 


In addition, is oxidation separating the wires in braid such a bad thing? 
I would think that this would reduce skin effect. 


I know a good ground is important, but surely for most hams, the conductor 
used would not make a huge amount of difference, as long as its nice and 
heavy duty. 


As for my ground system, there is only one sort that is worse, and thats 
none! 

I just havn't got around to doing a proper one, but have had no problems as 
shoddy as it may be. 


Cheers and 73s 


Steve VK4CZT 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Dgnova@aol.com 

Subject: AR-812 

Message-ID: <970422084617_-1601669204@emout04.mail.aol.com> 


--PART.BOUNDARY .0.4808.emout04.mail.aol.com.861713177 
Content-ID: <0_4808_861713177@emout04.mail.aol.com.2244> 
Content-type: text/plain 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: "Walter L. Marshall" <wmarshal@CapAccess.org> 

Subject: Astatic model 30 FS 

Message-ID: <Pine.SUN.3.91-FP.970421203941.13891C-100000@cap1.capaccess.org> 


Dear Boaters, 
Antique Astatic Model 30. Nice, few chips in paint. How 


about $50 or offer. 
Walter 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: "Ray L. Mote" <rmote@rain.org> 

Subject: BC-610 Transmitter. (fwd) 

Message-ID: <Pine.SUN.3.95.970422005839.25605D-100000@coyote.rain.org> 


Folks, John Morris at Phoenix Crystals has a BC-610 for sale, as 
described below. Contact xhimx, not me! 


Sears Forwarded message ---------- 

From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: kilgore@dev.tivoli.com 

Subject: Belton 

Message-ID: <199704220124 .UAAQ0807@wichita.dev.tivoli.com> 


I had a very nice time at the Belton swapfest on Saturday. Got to chat with 
several boatanchorites, got rid of a truckload of excess stuff, and came 
home with several nice pieces. 


I got a nice R-4A with MS-4 speaker fairly early Saturday morning. Later 
that morning, I got a nice R-4B, T-4XB, and MS-4 speaker/ps from Phil 
Mills. I haven't had a chance to fire up the T-4XB yet, but the R-4A 

and R-4B work fine, with a bit of hum in the R-4B. I'll open it up and 
take the scope to it later this week or next weekend. 


I need a mic connector for the T-4XB. It's a .210" Switchcraft S-230 
three-conductor plug. Does anyone know of a source for these or have 
one they would be willing to sell? 


73, 
Jeff Kilgore, KC1MK 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: Don Reaves <dr@cei.net> 

Subject: Belton Pilgrimage 

Message-ID: <Pine.LNX.3.91.970421204047 .31560A-100000@kc5jh.reaves.net> 


Some of my local acquaintances think its daffy to spend 16 hours on the 
road to attend and return from Belton, but they don't have the necessary 
BA afflictions. As others stated, this one was a winner! I lightened my 
load a little, giving new homes to an SP-600, I-177, couple of BC-348s, 
NC-183, BC-221, RME-99. There was quite a crowd and I didn't get as much 
walking around time as I'd like at such a supermarket. Found a couple of 
old friends who emigrated to Texas and I had lost contact with, N5EL and 


WB5HNN. I did find a few interesting items. Walked up to a fellow who 
had a trailer load of test equipment, and said "You got a Biddle megger in 
there?" And I'll be darned if he didn't. Its pretty grungy, has a beat 
up case, but as Gary Harmon might say, "it has potential." And speaking 
of Gary, I learned a lot watching Gary find Heathkit stuff. He must have 
some kind of green seeking radar. I'd look around and see Gary hauling 
off some more green boxes out to his pick-up. And I took notes of the 
carefully choreographed moves as Gary sized up that Heathkit gear of 
Phil's, which you heard about earlier. 


It's a shame that Heathkit didn't build SX-28s. 


Also took home an old carcass of an amplifier designed for two 
250TH tubes. It has an impressive B&W CX-30A tuned link assembly. 
I'd like to find some more Johnson HCS/LCS plug in coils for it. 


I got an RCA BC console from Gary, and it sure looks good in its 
new home. 


Don 
WA5BBS 
dr@cei.net 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 

From: "Ray L. Mote" <rmote@rain.org> 

Subject: Re: braid -- one more thought 

Message-ID: <Pine.SUN.3.95.970422013855 .25605F -100000@coyote. rain. org> 


Yes, oxidation on the individual wires in a braid exposed to the 
elements does result in a myriad of independent lines. Worse yet, if 
even one of them is xbrokenx, I think you know what Murphy's Law says 
about the resultant length between transmitter and the broken end -- 
just exactly right for that third or fifth harmonic, etc. Braid can be 
sudden death when combating TVI! Listen to Bobbi; she knows what she's 
doing. 


73....Ray Mote, K5FKT (formerly W6RIC, WPE5AHX, etc.) 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: "L. Mark Pilant - MS:ZKQ3-4/Y02 DTN:381-1529" <pilant@seesaw.ENET.dec.com> 
Subject: Re: Conductive epoxy (a.k.a, fixing the RF gain pot for my HQ-170A) 
Message-ID: <9704220137 .AAQ0628@us2rmc.zko.dec.com> 


There were some folks requesting additional information about the conductive 
epoxy and pen. Here it is: 


Circuit Works conductive pen 
Part Number CW2200-MTP 


>From the package: 


Adhesion Excellent on most surfaces. 

Resistivity 0.03-0.05 Ohm/Sq @ 1 Mil. 

Drying Air dry in five to ten minutes. Maximum air cured 
conductivity is reached in 30-45 minutes, depending 
on temperature. For maximum conductivity and adhesion, 
cure at 250-300F (121-149C) for 5-10 minutes. 

Soldering Possible at 350f (177C) < 5 seconds, after heat cure. 
Use low temperature solder and iron, for best results. 
Soldering at high temperature is not recommended. 


Trace Width Micro tip traces as narrow as 1/32". Standard tip, 
as narrow as 1/16". 

Amount Approximately 100' of conductive repairs, jumpers and 
shielding. 

Shelf Life Six months from first use. Unopened, eighteen months. 


InGredients Silver (metallic) 7740-22-4, Propylene Glycol Methyl 
Ether Acetate 118-65-6, Ethylene Glycol Monobutyl 
Ether Acetate 112-07-02, Butyl Acetate 123-86-4. 


Manufacturer Chemtronics 
Kennesaw, Georgia 30152-4386 
USA 
800-654-5244 (No local number given, only 800 number) 


I purchased mine at a local electronic parts place (You Do It in Needham, 
Massachusetts) which probably won't do much good if you live outside 

New England. 

I hope you find it useful. 

73 

- Mark N1VQW 

From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: EdKB2NSP@aol.com 


Subject: Re: Delaware 'fest report 
Message-ID: <970421172217_-333991859@emout15.mail.aol.com> 


Greetings to the group ! 

Newcastle, Delaware has proved interesting again ! Small Hamfest, and 
not really a popular BA haunt, but one or two items usually surface ! 

An excellent HQ-170 with S-100 speaker sat there for several hours before 


selling ! I hope the seller got his asking price of 170, cause the rcvr was 
nice, and he was a good sport ! Saw the DX-100, and it was also in very nice 
shape ! Right next to that was a restorable Apache, with an tired looking 


SB-10 (black with missing knobs) ! 

I brought the SB-10 home with the idea of trying to add 160 meter SSB to 
my BA capabilities ! Doesn't look too dificult on paper, but could wind up 
beyond my talents in practise ! If anybody can help me out with suggestions, 
I WILL pay attention !!!! 

An HRO-50 was sold before I got there, and the buyer made an offer for an 
HRO speaker I had there, but I decided not to part with it, in hopes of 
owning an HRO one day myself ! Saw a nice SX110 for a hundred, and some 
Ameco gear for 25. 

I picked up an HO-10 and HO-13 as a package and was told that they were 
both in need of some work, but the price was right, and they were my "Deal 


for the Day" ! 

All in all, I'd rate the day a success, since I've got some projects now ! 
I sure hope I can get my DX-100B or Valiant on 160 SSB ! 
Ed K . 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: w4bld@juno.com (Robert B. Kerby) 

Subject: Dial Springs Needed 

Message-ID: <19970422.095101.2903.7.W4BLD@juno. com> 


Hello All - I need several dial springs ( 3/8 to 1/2 long by whatever 
diameter). Does anyone know of a source for an assortment or a seller of 
specific sizes? Thanks, Bob 


Robert B. Kerby -I collect Gonset, Elmac, Lysco, and Morrow- 
Post Office Box 991 (UPS ADDRESS: 231 Rosser Avenue) 
Waynesboro, VA 22980 (540) 942-4356 w4bld@juno.com 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: Mike Sanders <k0az@i1.net> 

Subject: Drake trcvr USB filter needed 

Message-ID: <3.0.16.19970421175735.23a7cb88@1i1.net> 


Greetings All, I am convinced that my TR6 has a bad USB filter. 
Talked to Drake today and no replacements so I am looking for 
a filter out of a junk trcvr. I know there is someone looking 


for a LSB filter but I need the USB filter. Can anyone help. I 
will also buy a junker to get the filter. 73, Mike KOAZ 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Filters Needed 

Message-ID: <82660.ddillman@igc.apc.org> 


Greetings, folks. My 513-4 is in need of the filters below. Please 
contact me directly if you have them available or if you know where 
they may be had. 


F 500 B 14 
F 500 B 60 


I have the following filters to trade: 


F 500 5 14 
F 500 F 60 


Thanks! 


Dick Dillman 
WPE2VT W6AWO 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Bill Meara <wmeara@erols.com> 

Subject: Fixing Turner+2 Mikes 

Message-ID: <199704220933.FAA24760@smtp3.erols.com> 


Anchorologists: 


I have a couple of these old Turner+2 microphones. I figure I could 
probably get one of them going. They'd look good next to the ‘60's era BAs. 
Any suggestions on what to use to replace the mike elements? Radio Shack 
didn't seem to have anything suitable. Thanks. 


73 de N2CQR 

Bill Meara 

QTH: Falls Church, Virginia, USA 

Formerly of Tegucigalpa, Bilbao and Santo Domingo 


wmeara@erols.com 
http: //www.mindspring.com/~johnmb/billm. htm 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: J P Taillebois <jpti@idirect.com> 

Subject: FS. Hammarlund HQ-215 revr 

Message-ID: <199704221117 .HAAQ2668@relief.idirect.com> 


Thanks to all who answered my request for informations. 


Well as i am not interested at this rig at the moment, the radio is for sale 
and please contact the owner directly. 


It is what i would call near mint with no mods and manuals. 
contact: Peter Henry VA3PWH 


tel: 905 436 9236 
e.mail va3pwh@osha.igs.net 


73 

Jean Paul Taillebois 996 Greenlane court, Oshawa, Ontario,Canada L1K-2C6 
e.mail jpti@idirect.com 

packet: ve3jpt@ve3hqr 

voice: 905-723-1811 

fax/data:905 723-9156 

Collector: Hallicrafters,Central-Electronic,Gonset, Military BA, antique 
radio memorabilia. 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: WJoeW@aol.com 

Subject: FS: Hallicrafters S-20R 

Message-ID: <970422000817_-2003279707@emout15.mail.aol.com> 


I have a Hallicrafters S20R for sale, just recapped filter caps, replaced 
speaker and aligned. Very sensitive for SWL listening. It is about a 7 to 8 
in appearance. A few rust spots on top of cabinet. Front looks good, one or 
two little rust spots. I have not tried to touch up any. All original 
knobs. Would like to get $75 for it. 


Joe 
W5WBR 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 

From: "Cal J. Eustaquio" <ceustaqu@polymail.cpunix.calpoly.edu> 

Subject: GPR-90 resto continuing 

Message-ID: <Pine.A32.3.91.970422014151 .86171A-100000@violin.aix.calpoly.edu> 


Hi folks: 


The GPR-90 resto phase one is nearing completion. I checked out the tubes 
and lo and behold, I found a weak one and an INCORRECT one! One of the 
6CB6's was a couple of gradients short of spec (according to my trusty 
MARS issue TV-7 tube checker). The other tube was a 6J something that was 
put in place of the 6AL5 (limiter?). I'll have to come up with a 
replacement there. After the tube checking was done, I took a 1" blade 
paint brush and dusted off the innards of the rx. The next thing is to 
align her. Icing on the cake will be putting on the Premiere cabinet. I 
found what may be an excellent matching speaker. Several years ago on 
this net, I purchased an RME 4350 speaker. It is currently doing nothing 
so I'll probably put it together with the GPR. I'm going to look up the 
Ranger II side of the house and put together and interconnection scheme. 
I'm still pretty excited about putting it all together and writing about 
it. Stay tuned! Cal, N6KYR. 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: Kevin Gallagher <wire2liv@gomontana.com> 

Subject: Grounding 

Message-ID: <335C3B00.5834@gomontana. com> 


As an electrician of many years, and a B.A. user and collector, I'de 
like to throw in my 2 cents worth on grounding. I have found in the past 
that many radio shacks seem to have a seperate ground from the "house 
ground" available in their "shack". This can cause many problems if 
equipment used in the shack has grounded plugs, and the two different 
grounds are not tied together. Many times the ground available in the 
shack is far superior to the ground supplied by the power company or the 
house service ground! In this case you could be attracting "loose volts" 
to where you might least want them. ALL your grounds should be at the 
same potential,ie tied together and preferably with at least #6 solid 
copper wire or bigger. According to "code" your ground should megger out 
at 25 ohms or less, a tough figure to achieve in some parts of the 
country. The absolute best ground according to the experts is a wire 
bonded to the rebar in a concrete foundation or footer. For what it's 
worth! Thanks for a great list and some of the finest reading on the 
net. Kevin 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: Don Reaves <dr@cei.net> 

Subject: Grounding 

Message-ID: <Pine.LNX.3.91.970422012345 .31707D-100000@kc5jh.reaves.net> 


Kevin Gallagher wrote: 


> ..-ALL your grounds should be at the 
> same potential,ie tied together and preferably with at least #6 solid 
> copper wire or bigger. 


But what do you do when your electrical service entrance is at one end of 
your home, and your shack/workshop is at the other? Surely the 80+ feet 
of whatever material you could attach between shack ground and service 
entrance ground would be useless, especially at RF. My cold water copper 
pipe runs through the shack, and that's where I get ground. I spent a 
nasty day under the house removing plastic couplings and sweating in 
copper when I first discovered this plumbing error! All the shack BA rigs 
are attached to this ground bus with 1.5 inch wide ground Brand-Rex strap 
removed from old IBM mainframe computer hulks. 


Don Reaves’ WA5BBS dr@cei.net 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

Subject: Re: Grounding 

Message-ID: <Pine.ULT.3.95.970422092318 .26046D-100000@admin. aurora. edu> 


On Tue, 22 Apr 1997, Don Reaves wrote: 


Kevin Gallagher wrote: 

> ..-ALL your grounds should be at the 
> same potential,ie tied together and preferably with at least #6 solid 
> copper wire or bigger. 


But what do you do when your electrical service entrance is at one end of 
your home, and your shack/workshop is at the other? Surely the 80+ feet 
of whatever material you could attach between shack ground and service 
entrance ground would be useless, especially at RF. 


VV VV VV VV WV 


That's my situation also. The service entrance is a LONG ways from the 
shack. While code may say that all grounds should be tied together, 
mine are not. For the shack I use the copper strap to ground rods & 
the copper plumbing grounds. 


Now here's a new one for you: A supplier I deal with has had many years of 
electrical experience. He was telling me about a PBX installation that was 
plagued by lightning problems. Their solution was to remove the ground 
rods and heavy interconnecting cable and instead, connect the equipment 
ground bus to a copper plate screwed down to the concrete floor. After 
they did that, they had no more lightning problems. 


E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 

From: "Cheney,Charlie" <ccheney@foxboro.com> 

Subject: Heathkit SB-200 Docs Needed 

Message-ID: <c=US%a=_%p=SCD%1=SCD/FOXBORO/OOODCB3B@xchange_fox.foxboro.com> 


Anyone willing to copy the tune-up instructions and schematic for an 
SB-200 for me? I'll gladly reimburse costs. Thanks in advance. 


Charlie AA1HB 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: williams@snowhill.com 

Subject: Re: I-77B tube checker info 

Message-ID: <335BC3CC.6904@snowhill .com> 


Well I got home from Belton just a tad heavy than when I left. Anyway I came 
back with an almost mint I-77B tube checker and was wondering if anyone has 
a later tube info guide they wouldn't mind copying for me. The one that I 
have is dated 30 Oct. 46. Is there anything later than this? 

The usual copy and postage fee's will be reimbursed. 

Thanks in advance, 

Keith KK5FE 


VV VV VV MV 


Keith, 


My TB 11-2627-2 is dated 11 Jun 51. I will be glad to xerox it for you. 
I just did get mine working with a new meter today, so I'm still going 
through some tubes. Mine is almost mint and I found it at an antique 
store for $25. The used meter cost another $23. Someone is going to 
xerox the TM in exchange for the dead meter. The TB doesn't have the 
data for 5814A's, which I need to check on a R-390A. Anyone else have a 
more updated version than mine? I used the 6AK5 info to check a suspect 
5749 (also not listed). 


Barry 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: Thomas Bowes <bowes@klondyke.net> 

Subject: Items FS 

Message-ID: <335CO4EA.3270@klondyke.net> 

I am posting the following for sale items on behalf of a friend of mine. 
Namely, Mr. Gary Cheek, KG8LB. If you are interested in any of the items 
please inquire by calling him at he phone number below BETWEEN THE HOURS 
OF 6-9PM EDT. Please do not contact me about these items as I am only 


posting them in case some of you BA folks are interested in what he has 
to offer. Prices DO NOT include shipping, but it don't hurt to ask! 


Collins 310C-2 VFO/Exciter, modified, as is. $75 
National NC-303, Parts or complete, rusty and dirty, CALL 
Hammarlund SP400, restorable, no P.S., $150 

Hammarlund HQ150, parts or complete, pretty grubby, CALL 
Central Electronics 458 VFO, $75 

B&W 5100B, no cabinet, parts or all, CALL 

B&W 51SB-B sideband adaptor, parts or all, CALL 

B&W Model 410 Distortion Analyzer, $50 

B&W Model 210 audio signal generator, $45 

Hallicrafters S-36A, restorable, $150 

Hammarlund SP-600 JX-35/R274B, $250 


Hallicrafters R-46 Speaker, $75 


Contact: Gary Cheek, KG8LB, 6-9 PM EDT, (810) 731-6094 


"Tom" 


Thomas Bowes 

KK8M 

35332 Churchill 

Richmond, Michigan 48062-1179 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Walter Dail <dail@CEBAF.GOV> 

Subject: Johnson Valiant I&II 

Message-ID: <1.5.4.32.19970422122629.00be5a5c@jlab.org> 


Hi boat folks, 


What are the differences between the Johnson Valiant I and the Valiant II 
besides the cosmetics???? 


Thanks, 
Walter Dail-KT4JA 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 

From: Ed Tanton <n4xy@bellsouth.net> 

Subject: Re: Johnson Valiant I&II 

Message-ID: <3.0.1.32.19970422093632.00a09160@mail.atl.bellsouth.net> 


Hi Walter... late in its career, the Ranger 1 changed to a differential 
keyer. I would expect that Valients did the same. There may have been 
others, but that's the largest non-cosmetic change I know about between 1's 
and II's whether Ranger or Valient. 


72/73 

Ed Tanton N4XY ~~ EMAIL: nd4xy@bellsouth.net 

189 Pioneer Trail 

Marietta, GA 30068-3466 TEL: (770)579-3933 V/MBX/FAX 

QRP-ARCI #7663 -G-ORP #6779 OK-ORP #172 ORP-L #758 

AdvRC #140 NORCAL #1779 NCDXF SEDXC 
Life Member: ARRL AMSAT INDEXA QCWA 


INTERESTS: DX  QRP BoatAnchors Test Equipment Photography 


CW: 99.9%  QRP: 95-100% (Mood swings!) 


"Think you can, think you can't: either way you're right!" Henry Ford 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: jvercellino@sprynet.com 

Subject: Knight 50 Transmitter 

Message-ID: <199704221409 .HAA20417@m1.sprynet.com> 


Marty wrote... 
>..One has appeared here. It's a 6AG7/807/5U4G regular sort of thing in 


> a gray / white-silkscreened cabinet with a copper chassis. This example is 
> missing the cabinet. 


Vv 


Is this otherwise called the Knight T-50? 


It's called the T-50, but Allied Radio never referred to it as such. They call 
it "The Knight 50-Watt Transmitter". 


The assembly manual says "The KNIGHT 50-Watt Transmitter" is a complete, 
self-contained crystal-controlled CW transmitter. It has a final amplified 
power input of 50 watts on the 80, 40, 20, 15, 11, and 10 meter amateur 
bands....The KNIGHT 50-Watt Transmitter has features which appeal to the novice 
as well as the experienced amateur. The 50-watt power is more than adequate for 
world-wide contacts. Changing bands has been reduced to simply turning the 
bandswitch, resonating two circuits, and adjusting the loading. Band changing 
is thus a matter of a few seconds. There are no coils to change." 


If you have one of these fine transmitters, you will marvel and delight as the 
undampened grid and plate current meter dances merrily away. Have fun! 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Bob Reynolds <breynold@sigg.com> 

Subject: Knight 50 Transmitter -Reply 

Message-ID: <97Apr22.091659cdt.19683@firewall.sigg.com> 


If you have one of these fine transmitters, you will marvel and 
delight as the 

undampened grid and plate current meter dances merrily away. 
Have fun! 


Of the 3 of these I saw (my elmer's, KN5VON's, and mine) ALL 
had DAMPED meters. 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: marty@aa4xrm.radio.org (locale for Marty Reynolds) 
Subject: Knight 50 Transmitter? 

Message-ID: <199704212120.RAAQ1664@aa4rm> 


One has appeared here. It's a 6AG7/807/5U4G regular sort of thing in 
a gray / white-silkscreened cabinet with a copper chassis. This example is 
missing the cabinet. 


Is this otherwise called the Knight T-50? 
I really don’t kneed a ckt. diag. but it'd be nice for completeness 
Tks, 


Marty 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: don merz <71333.144@CompuServe.COM> 

Subject: Mackay 3010B 

Message-ID: <970422152213_71333.144_DHB70-2@CompuServe.COM> 


My shack is not built for performance. My main interests are 1930's ham 
gear and early WWII military stuff that used 1930's designs. So I have 

no expectation that my receivers will deliver R390A performance or even 
close. This is fine for me because that's the way I want it. I want to 
hear the equipment perform the way that the original owners heard it 
perform 60 or more years ago. So "high-performance" just isn't a goal for 
me. 


Maybe that's why this Mackay 3010B is such a shocker. It's like walking into 
one of those high-priced audio showrooms and getting a demo. If the sales 

guy has time, he can A/B switch the stuff for you and he'll make comments 

like "you can hear the sloppy bass in these speakers" or "notice the 
difference in the imaging" and so forth. Most of the time I can't pick up 
those subtle differences. I am sure that the sales guy can hear them because 
he listens to this stuff every day and has the opprortunity to compare all the 
finest equipment. But I walk in and it all sounds great to me. 


So maybe that's the case with this Mackay radio. Maybe my untrained ears are 
so used to barndoor-broad selectivity and poor AGC and noisy front ends 

that this thing seems better than it is. But I have to tell you that this 
radio really impressed the hell out of me last night. The sensitivity is 

so great and the selectivity so carefully matched to the rest of the rig 


that, when the controls are set just right, and no filter is switched in, 
there is almost an FM-like capture effect on the received signals. It is 
dramatic. 


The CW performance of this radio is as good as or better than my RAL. And 
all the knob-twiddling necessary to get the best out of the TRF-design RAL 
is absent on the Mackay. Tiny signals were made to stand up out of the ether 
in vivid aural relief. I simply couldn't take my ears off of this thing. 


The ER reviewer 2 months ago commented that the audio was poor on this radio 
and I can only agree. Indeed, the specs call for a maximum distortion rating 
of 10%! But it has a 600 ohm 1mw output that I am going to try into the 
AM-1249 amp (dual 6V6 amp designed for use with the R390). Maybe that will 
bring the audio into line. 


I'll avoid any specific comparisons with other receivers because I am not 
qualified to make them. But the original review in QST said something like 
"go listen to one even if you have to cross burning deserts to get there." 
Now I know why the reviewer said that. 


73, Don 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: w2ec@VNET.IBM.COM 

Subject: Re: Mackay 3010B 

Message-ID: <199704221810.SAAQ8008@sco.theporch. com> 


>From: don merz <71333.144@CompuServe. COM> 


>My shack is not built for performance. My main interests are 1930's ham 
>gear and early WWII military stuff that used 1930's designs. So I have 
>no expectation that my receivers will deliver R390A performance or even 
>close. This is fine for me because that's the way I want it. I want to 


Don, my R390A works real great, as do the RBC I got from you and my RBB etc. 
Yet the receiver I enjoy the most, and get the best audio out of, is my old 
1930's HRO Sr. It may not be as convenient to operate as the others, but 
when it comes to good sound and reception, the old HRO holds it's own with 
anything else I have in the shack. During the CCA AM night the other 
evening, I copied WOCXX on every receiver I have operating, and the HRO 
gave me the best reception and superior AM sound. 


Don't anyone sell those 1930 designs short! 


73, Ray W2EC w2ec@vnet.ibm.com 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Ho4bart@aol.com 

Subject: More re: Navy radio RBM / RBS 

Message-ID: <970422060641_673273482@emout17.mail.aol.com> 


In a message dated 97-04-22 04:32:44 EDT, you write: 


<< 

> It's been a LONG time since I used one, but there 
were TWO models of the RBM! One covers 200-2000 

Khz. It was one of the best BCB DXing and 160 meter 

receivers I ever used for what's in it! The other one covered 
2-20.5 Mhz. It looks identical except for the dial calibration 
externally. I remember it having a very smooth dial mechanism, 
It wasn't the best, but it worked well. The circuitry was very 
straightforward and not tricky. >> 


Actually, the tuning rate on both is quite fast, but what saves the 
LF-RBM is that the tuning range is so much less, and the IF is 
low enuff to give some real selectivity. I think both have just 
great styling and quality, of course they should have, since 
Uncle Sam paid $1000 each for them in the 1940s !! Howsoever -- 
the HF - RBM is a real disappointment compared to most any 

other communication receiver, in performance: the tuning speed 
is godawful and the selectivity switch should really say "BROAD- 
EXTREMELY BROAD". The selectivity with the 1210 KHz is not 
really adequate for even HF BC listening at present. 

My conclusion: 1f£ RBM - swell set for BCB dxing. a real usable 
antique. hf RBM, a nice looking set. 

hue miller 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: Ho4bart@aol.com 
Subject: Re: More TBY 
Message-ID: <970422030457_-1601686839@emout18.mail.aol.com> 


In a message dated 97-04-20 20:53:20 EDT, you write: 


Hobart Miller received this mail from Tony Grogan 


and is forwarding it to the group: 


<< Principally the AC supplies were used on LCV, LCT, 
and LCM's...little stuff like LCI's were not provided the AC 
supply and the 74 Mc/s ground plane antenna. I think Fair 
still has some of these antenni for about $20.00 each. It 
was not just the waterhat was the problem or the humidity.. 
it was also the frequency...once “off the beach" you could 
not talk a hundred yards or so on the pip-squeak power. 
Dense foliage requires lower frequencies to "penetrate".. 
although that is not technically a good term. I know from 
personal experience in S.E. Asia that 4 mc/s max! was 
M.U.F. while you were "in the crap". Hilltop to hilltop commo 
was different. My TBY's have brought back a lot of memories 
for some visiting former Marines that have passed by my 
museum. I can however communicate with them via SCR-195's 
and British W.S. No 17's!! >> 


Well, the comments on jungle environment MUFx explain some 

thing about a Chinese radio, Type 63 i believe, a backpack radio, 
used in the Viet Nam War. It covers 2-6 MHz AM. I had figgered 
the freq range to be due to archaic design but apparently there 
is more to it. I note however that the USA did not replace the 
TBY with a lower frequency range radio but went with the BC-1000 
/ Signal Corps Radio [set] -300 which tunes 40-44 MHz FM. 


Anyone speculate on why the BC-611 handie talkie was designed 
for low HF freqs? 


hue miller 
* MUF= maximum usable frequency BC= basic component of 
SCR= [complete] Signal Corps Radio set 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: "D. Ragsdale" <doragsda@polymail.cpunix.calpoly.edu> 
Subject: New RBM Questions 

Message-ID: <199704221534.IAA13037@monet.artisan.calpoly.edu> 


Darn all of you anyway! I was going to trade off this LF RBM I got for $5 
two weeks ago at a farm sale, but now you've gone and talked it up and I'm 
going to have to keep it. 


Does anyone know any clues to decide which version it is (1,2, etc.) - the 
nameplate is missing on mine. Otherwise it appears only slightly "hammed" - 
original plug on the back replaced with octal socket and an audio xformer in 
front of the phone jack (guessing for a lower impedance output). 


I've got the Surplus Schematics Handbook, which has a schematic for a RBM, 
but any additional help and a copy of a manual (copy/postage charges gladly 
reimbursed) would be appreciated. 


Dave 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Richard Biddle <rbiddle@madvax.mo.ti.com> 

Subject: NTIS Manual Search On-Line 

Message-ID: <335CBOC5.10C8@madvax.mo.ti.com> 


I'm not sure if this made the list as yet, but the National Technical 
Information Service has a world wide web site where you may search for 
manuals by keywords. For example, you can search for the string 
"R-390A" and get a list of the manuals available including the price. 
For example, clicking on one selection from the search yields: 


Direct Support, General Support, and Depot Maintenance 
Manual for Radio Receiver, R-390A/URR. (ARMY PUBS.) 


30 Aug 96. 189p 


$38. Outside the U.S., Canada, and Mexico $76. 

Order number: TM 11-5820-358-35ING. 

Report no.:1TM11582035835 

To order, call the NTIS sales desk at (703) 487-4650 


The URL is: 


http: //www.ntis.gov/databases/armypub.htm 


73 de Richard, KB5WLH << The Internet - CB Radio >> 
rbiddle@madvax.mo.ti.com << For The Nineties >> 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Ken_Warren@beavton.k12.or.us (Ken Warren) 

Subject: OS-252 

Message-ID: <53149.394710577@beavton.k12.or.us> 


Hi Gang, does anyone know what the commercial model number is for a military 
oscilloscope designated O0S-252? 
I belive the manufacturer is Dumont but not sure. 


Thanks for any info. 
Ken Warren K7RPX 


Ken_Warren@beavton.k12.or.us 
KenwK7RPX@worldnet.att.net 
Beaverton School District 
Beaverton, Oregon 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Rudy Salomon <rhs@pacbell.net> 

Subject: PDR-63 Radiac F.S. 

Message-ID: <335CCDB3.1479@pacbell.net> 


David Panek at (770) 979 6771 has 2ea PDR-63 Radiac sets for sale at $60 
each. 


This is from an ad he has on the rec.radio.swap news group. 
Please call him, not me. 


Regards, Rudy Salomon - KD6NRQ 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: Robert Lawson <lawson_r@popmail.firn.edu> 

Subject: Popular Electronics WPE Calls 

Message-ID: <335COF47.77BC@popmail.firn.edu> 


Fellow BA'ers, 

I was going through some of my old ham radio files this evening and came 
across my Popular Electronics Short-Wave Certificate of Registration 
issued 07/16/62 with the station identification sign of WPE4FGR. This PE 
program was the impetus of my amateur radio interest. I'll always 
cherish this certificate. 

Any of you out there still have your certificate or remember your 
"call"? 

de WPE4FGR aka W4RL 

Rob Pensacola Florida 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: kizat@dsport.com 
Subject: Re: Popular Electronics WPE Calls 


Message-ID: <Pine.GS0.3.95.970421223838 .870B-100000@putff> 


cherish this certificate. 

Any of you out there still have your certificate or remember your 
"call"? 

de WPE4FGR aka W4RL 


VVV Vv 


wpeldlt here 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: w9qje@juno.com (Snaproll Stan) 

Subject: Re: Popular Electronics WPE Calls 

Message-ID: <19970421.231918 .5263.3.w9qje@juno. com> 


On Tue, 22 Apr 1997 02:07:50 GMT Robert Lawson 
<lawson_r@popmail.firn.edu> writes: 


>Any of you out there still have your certificate or remember your 
>"call"? 

>de WPE4FGR aka W4RL 

>Rob Pensacola Florida 


No certificate but I still remember the "call" 
WPE5CIA (aka W9QJE) 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: Bob Reynolds <breynold@sigg.com> 

Subject: Re: Popular Electronics WPE Calls -Reply 
Message-ID: <97Apr22.083428cdt.19686@firewall.sigg.com> 


>>> Snaproll Stan <w9qje@juno.com> 04/21/97 11:21pm >>> 


On Tue, 22 Apr 1997 02:07:50 GMT Robert Lawson 
<lawson_r@popmail.firn.edu> writes: 


>Any of you out there still have your certificate or remember your 
>"call"? 

>de WPE4FGR aka W4RL 

>Rob Pensacola Florida 


No certificate but I still remember the "call" 


WPE5CIA (aka W9QJE) 


No certificate, call 
WPE5WO (K5VOL) 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: djw@unlinfo.unl.edu (Daniel Wright) 

Subject: Re: Popular Electronics WPE Calls -Reply 
Message-ID: <9704221550.AA01456@unlinfo.unl.edu> 


Greetings All!!! (well....ALMOST all..(;->..))!! 


As others have said,I long ago lost my original certificate. 
Geez....those were really neat times,weren't they?? Anyhoo... 
there had been some discussion in the past regarding the 
possibility of someone doing "new" original copies of the 
WPE certificates....anybody remember what happened with 
that?? 


73 de Dan -- WAOJRD .. 
WPEODEN 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: don merz <71333.144@CompuServe.COM> 

Subject: QST FS, Free Crystals 

Message-ID: <970422152055_71333.144_DHB70-1@CompuServe. COM> 


Vinatge Amateur Magazines For Sale 


CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228. 
412-234-8819 (weekdays, EST or leave a message anytime). 
71333 .144@compuserve.com 


QST Magazine. The 1930's QSTs are among the best BA reading ever published. 
A glance at the Table of Contents shows why: The authors were Collins, 
Eitel, Grammar, Halligan, Kruse, Lamb, McCullough, Millen, Wallace and all 
the names that made BA history. Oustanding stuff. 

1933: Complete. 2 issues with loose covers. $18 

1934: Complete, excellent: $26 

1934: Missing July, 1 issue with loose cover: $15 

1935: Complete, May issue missing cover, very good+: $20 


1936: Complete, excellent: $26 

1936: Complete, excellent: $26 

1936: Missing 1,4, & 12, excellent: $15 
1938: Complete, excellent: $26 

1938: 3,4,7,8,9,11,12, good: $1.50 each 
1939: Complete, excellent: $26 

1939: 1,2,3,4: Fair: $1 each. 5,6,7,8,9, good: $1.50 each 
1940: 3,3(2),4,5,6(2),7,8(2) ,10,12(2), good: $1.50 each 
1940: 11: No covers, free 

1941: Complete, excellent: $26 

1941: 2,4,5,6,9,10,11, good: $1.50 each 
1942: Complete, excellent: $26 

1942: Missing July, excellent: $22 

1942: 8: $1.50 

1943: Complete, excellent: $26 

1943: 11,12: $1.50 each 

1944: Complete, excellent: $26 

1944: Missing August, excellent: $22 
1944: 1: $1.50 

1945: 1(2),2(2),3,4,5,6,7, fair: $1 each 
1946: 3, cover loose: $1 

1948: 1, fair: $1 

1949: 1, fair: $1 

1952: 9, good: $1.50 

1953: Missing October, very good: $20 
1961: 2, good: $1 

1964: 11, good: $1 

1966: 4, no covers, free 

1967: 11, good: $1 

1969: 1, cover bad, free 

1969: 2,3,4,5,6,7,8, good: $1 each 

1971: 11, good: $1 

1972: 3,6,7,8,9,10,11, excellent: $1 each 
1977: 2,5,excellent: $1 each 

1981: 7, excellent: $1 


Radio News: 1946: 2, cover ragged: $1.50 


Free: Military crystals, as follows: 

3 packed in cosmolene, dated 6/58. No freq marked on package 

5 packed in tall tin cans about the size of tomato paste marked 
140.94mc or 141.12 and dated 10/51: "Naval Aviation Supply 
Depot, Philadelphia, PA" 

6 packed in short tin cans marked 140.76mc and dated 10/51: 
"Naval Aviation Supply Depot, Philadelphia, PA" 

3 marked MAR301.0 and MAR233.6. For the RCA MAR set maybe? 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: "John D. Peters" <kler@gte.net> 

Subject: Question of Politics 

Message-ID: <335C6E0C.7567@gte.net> 


Some time back, a month or so, I received a private email that indicated 
the ARRL objected to their material being posted/quoted here. I deleted 
the old note, but in response to a direct question about the subject, the 
ARRL sent the below note. 


Was the original private email based on an imaginary problem? 

QUOTE ON. 

From: Sumner, Dave, K1ZZ[SMTP:dsumner@arrl.org] 

Sent: Monday, April 21, 1997 8:26 AM 

Subject: RE: Posting ARRL Bulletins on the Reflec 

Hi <SNIP>, 

Whoever posted that notice to you is simply wrong. W1AW bulletins are not 


copyrighted, and the only postings of a W1AW bulletin that ever got 
anyone in trouble with the League were ones that they altered or made up! 


73, 
Dave K12ZZ 
END QUOTE. 


Okay what was the history? 
73 John K1ER 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 

From: "Ray L. Mote" <rmote@rain.org> 

Subject: Re: R-388, Unbuilt Heathkit Available 

Message-ID: <Pine.SUN.3.95.970422105939 .1814A-100000@coyote.rain.org> 


Talked at length with Michael Rogers this morning. Seems he's a 
long-time EMC engineer with his own test lab, machine shop, etc. and an 
ex-amateur. He is definitely looking to trade some of it for a PC he 
can use to access the Internet. 


You fans of BIG Navy gear take note: he has several large 
motor-generator sets that take 240/480V 3-phase 60 Hz power and convert 
it to 120/240V 3-phase 400 Hz at 12.5 KVA. That oughta run your 


favorite battleship anchor! He also mentioned a rackmount 28V 100A 
supply, among others, and a huge old Navy searchlight that the 
aforementioned DC supply should run. 


He has the old NF105 field intensity meter, a Nelson-Ross TA-1013 
analyzer plugin, HP1415A TDR, and various other sand-state and tube 
test equipment. You'll just have to call and ask to find out what else 
is on the menu. Again, the contact info is: 


Michael Rogers (805) 481-8025 in Arroyo Grande, CA (near San Luis 
Obispo). 


Don't contact me -- contact xhimx instead! 
V3 2%e Ray Mote, K5FKT 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: Kevin Gallagher <wire2liv@gomontana.com> 

Subject: R-390a am sensitivity 

Message-ID: <335C5168.6D76@gomontana. com> 


I have a 390a made by motorola in very nice shape and am very pleased 
with it except for one small problem. If I wish to listen to am I must 
turn both audio and rf gains up full and then crawl into the headphones 
and listen seriously. However should I desire to listen to sideband 
before turning the bfo on I must back both the gains back to 20% and I 
have more audio gain than I could ever use, and more rf gain than you 
could shake a stick at. I have a 5134 I use for am anyway so if to cure 
the am problem on the 390, I had to give up the gains that I have with 
the bfo on, I would probably leave the 390 as is and use only for 
sideband, at which it excells. Anyone ever experience this problem with 
their 390a's and what seemed to cure it? Thanks for any and all 
response. Kevin. 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: John Kolb <jlkolb@cts.com> 

Subject: Re: R-390a am sensitivity 

Message-ID: <Pine.SC0.3.91.970421231334 .22412A-100000@sd.cts.com> 


On Tue, 22 Apr 1997, Kevin Gallagher wrote: 
> I have a 390a made by motorola in very nice shape and am very pleased 


> with it except for one small problem. If I wish to listen to am I must 
> turn both audio and rf gains up full and then crawl into the headphones 


> and listen seriously. However should I desire to listen to sideband 


Have the opposite problem here, with the audio control all the way down, 
I still have too much audio and have to turn the RF gain down also. 

( that's standard on some R-390A's - keeps the audio from being lost 

to the remote operating positions) 


Since the normal R-390A would be using the same detector for AM and SSB, 
you might check and see if any mods have been done, an added product 
detector, for instance. 


John KK6IL 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: Tom Norris <badger@telalink.net> 

Subject: R-390A carrier meter and AGC graphs 

Message-ID: <3.0.1.32.19970421175304.00745918@telalink.net> 


At 05:12 PM 4/21/97 -0500, you wrote: 


> 

>Dear Tom, 

> 

> People have been posting that their carrier level meters are low. 


>I remember that the TM 1956 version I traded you has a carrier level to 
>microvolt graph. Is not a 40db signal about several hundred microvolts? 


For Stefan and the list for your reference ------------------- 
Here are two charts from the book that are not in the NTIS or Fair copies 
of the R390A manual. I did not attempt to render them in ASCII, so below 


are approximations of the graphs: 


AGC voltage versus signal input (approx) -- 


10 microvolts == minus 2 volts AGC 
100 microvolts == minus 4.5-5 volts AGC 
1K microvolts == minus 7 volts AGC 
10K microvolts == minus 9 volts AGC 


CARRIER LEVEL versus signal input (approx) 


10 microvolts == 20 db 
100 microvolts ==40 db 
1K microvolts == 60 db 


10K microvolts ==90db 


After pulling out and replacing several caps and resistors 
on that IF deck, mine now reads pretty close to that now. 


Which caps? Which resistors? Dunno, just got in there and 
measured with ohmmeter and cap meter and changed the ones 
that were bad...... It was late, I was tired, it works so there. :-) 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: cmar@datamat.it 

Subject: R4-C 

Message-ID: <199704220936.LAA14083@star.flashnet.it> 


Hi People, 

I recently picked up a Drake R4-C where I found an awful digital counter in 
place of original dials assembly. I need to restore it. I'm looking for a 
complete dials assembly and tuning knob. Any of you fellow, has a spare in 
your junk box? 

Does any one out in BA land, have any suggestions (Drake Co. doesn't sell 
any more such items). 

Thanks in advance. 


\\ 
//111\\ 
(4 dt) 
force cce--- o000-(_)-000------------- : 
: Claudio Marchesini : 
DATAMAT S.p.A. 
Via Laurentina, 760 
00143 ROMA - ITALY 


cmar@datamat.it 
Voice: 39-6-50274240 
Fax:39-6-5020333 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: "ro" <otterstad@mec.dk> 

Subject: RBM-4 - circuit diagram needed 

Message-ID: <199704220754.JAA16465@inet.uni-c.dk> 


Ragnar Otterstad 


email : otterstad@mec.dk 

Can anyone on this reflector help with a copy of the circuitry of the RBM-4 
= 

All expences reimbursed. 73, Rag OZ8RO 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: rerobins@unccvm.uncc.edu (Rick Robinson) 

Subject: RBM-5 receivers 

Message-ID: <v02130506a£82302d718d@[152.15.144.13]> 


E. V. Sandy Blaize, W5TVW wrote: 


>It's been a LONG time since I used one, but there were TWO models of the RBM! 
>I had them both! One covers 200-2000 Khz. It was one of the best BCB DXing 


>and 160 meter receivers I ever used for what's in it! AAAN 
DAAANA ANANNA 


Amen to that Sandy! They are fine BCB receivers. I sat listening to WWL 
in New Orleans on mine while Camille was devestating the Gulf Coast in 
1969. I was just out of the USAF and Keesler AFB, MS. I kept wondering 
how all my buddies down there were making out during the night. 


Another "wish I hadn't sold that one" chapters in my book of BAs I wish I 
had back. I had both RBM-5s, with power supplies, control box and 
aluminum water proof cabinet with detachable legs. Wonder what all that 
would bring now? 


73, 


Rick kf4ar 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: "James C. Owen, III" <owen@piper.eeel.nist.gov> 
Subject: RE: RBM-5 receivers 

Message-ID: <36462.owen@piper.eeel.nist.gov> 


In message Tue, 22 Apr 1997 13:15:20 GMT, 
rerobins@unccvm.uncc.edu (Rick Robinson) writes: 


> E. V. Sandy Blaize, W5TVW wrote: 


> 

> 

> Amen to that Sandy! They are fine BCB receivers. I sat listening to WWL 
> in New Orleans on mine while Camille was devestating the Gulf Coast in 

> 1969. 

> I had both RBM-5s, with power supplies, control box and 

> aluminum water proof cabinet with detachable legs. 


are kidding arn't you? I can guarantee that mine wasn't water proof. When 
the hurricane that caused the flood that came down the James River and 
Potomac River in 1985 occurred mine was covered by 7 feet of James River 
water. I removed the covers and hosed out about an inch of mud let dry for 
about a month and it fired right up. I however sold it about a year later 
for $15.00, if I remember correctly. 73 Jim K4CGY 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 

From: "Schroeder,Russell G" <Russell_Schroeder@xn.xerox.com> 

Subject: Receiver I.D.??? 

Message-ID: <62F15C338190677C62F15C338190677C##O644EX - WB - 0207 -MS2 . XN@SMF> 
Hollowstaters, 


I picked up a receiver at the RARSFEST in Raleigh, NC, on 4/13. No case or 
I.D. Tenatively identified it as a DZ2(?). Any help appreciated. 


Size: 12" wide, 9" high and 18" deep 
Bands: (6) 15-32.5 kc; 32.5-70 kc; 100-200 kc; 200-400 kc; 400-800 kc; 
750-1500 kc 
Based on the gap in tuning, possibly an 85 kc IF freq. 
Tuning: Dual dial, 090-1000 scale 


Tubes: 6D6 RF amp; 6C6 Mixer; 76 Osc; 6D6 1st IF; 6D6 2nd IF; 6C6 Det; 
76 BFO(?); 41 Audio amp 


Controls: Selector - Non-dir, bilat, unilat; MCW/CW; Audio - Sharp, Broad; 
Power ON/OFF; Volume; Tuning; Unilateral Adjust 


Connectors: Ant; Loop; Dynamotor; Power; (2) phone jacks 
Would like to get a schematic and possibly alignment instructions. TIA. 
73 Russ W2DYY 


Russell Schroeder@xn. xerox.com 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: Ronnie Hull <larebel@ms1.nwla.com> 

Subject: RF grounding 

Message-ID: <1.5.4.16.19970421152500.1abfd034@ms1.nwla.com> 


my new shack is about 80% complete. Im ripping out the 
flourescent fixtures this weekend and putting in 
incandescent. Should have listened.... what a noise 
generator. 


now, for my grounding system. I put a "halo ground" around 
the whole shack, 24" deep, of 2/0 bare stranded with a 

12' 3/4inch ground rod at each corner, cad welded to the 
2/0. I ran a 2/0 conductor into the shack, and cadwelded 
it to a 1/4" thick copper place, 8" X 24". I drilled and 
tapped 1/4" and 3/8" holes in the plate, and these are the 
attachment points for grounding my equiptment. I have also 
ran a "4 from this ground system to the grounding bus in 
my circuit breaker panel in the shack, and to the house. 
All the AC has a common ground. This one thing eliminated 
that tingly feeling I got every-time I leaned over the Valiant 
with my bare arms while attaching the PL259. 


My TVI went away, except for just a bare flutter on cable in 

the house. Im working on this. The telephone is another matter 
however. I have filters here in front of me from AES that I will 
install tonight, and tommorrow morning my Telephone service 

is going to be buried coming to the house. (the end of my 75 meter 
Vee was only 3 feet away) 


so, things are looking up. When I bring all my coax to the shack 
they, also, will have ground kits installed,and will be bonded to 
the halo. 


and if thats not enough grounding, to hell with it!! LOL 


Ronnie - W5SUM 

Ronnie Hull - W5SUM ex-WB5AIA 
3131 Meadow Parkway dr. 
Shreveport, La 71108 


318-688-1389 318-687-3135 Fax 


| 
| 
| 
| 
| 
| 10X - 2019 "try ten meters!! " 
| 

| 


looking for a Johnson 500 


| (go ahead and snicker!! ) 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: KA9EGW@aol.com 

Subject: shack cleaning 

Message-ID: <970421174019_-2104059973@emout14.mail.aol.com> 


looking around the shack--think I'm going to be moving soon and it is 
definitely time to clean this place out. I don't have a whole lot to sell or 
Sswapin the way of rigs per se, but I do have several cubic yards of tubes, 
air variables, roller coils, miniductors, capacitors, rolls of solder, 
resistors, etc etc etc... 

I welcome any feedback on whether anyone would be willing to pay a nominal 
fee plus shipping for a "grab box" of assorted aforementioned plunder... 


73 de KA9EGW 
ka9egw@aol.com 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: KA9EGW@aol.com 

Subject: shack cleaning sale procedures 

Message-ID: <970422004619_-865501468@emout04.mail.aol.com> 


ok folks, the overwhelming positive response to my previous post tells me to 
go for it...for $5, you will get a box of at least 500 cubic inches of 
genuine boatanchor miscellaneous--coils, tubes, chokes, resistors, 
capacitors, variables, knobs, books, magazines, nuts, bolts, 
Maxim-knows-what, etc etc. To keep it fair and impartial (and allow me time 
to work and sleep) a lot of the packing will be done by a radio-illiterate 
friend of mine. First come, first serve, all sales final, when its gone its 
gone. 

Sorry, due to the overwhelming response and volume of stuff, no choice of 
items. The stuff that is sorted, that I don't intend to keep, will be 
offered here on the list by the each. I have several cubic yards to go 
through and no idea what's in most of the pile anymore. 

Send cash, check or m.o. for $5 plus shipping for 5 pounds (specify method to 
your QTH from Chicago) (some boxes may be lighter like full of miniductors, 
some heavier like full of transformers, average looks to be about 5 pounds) 
to: 


Brian Sherwood KA9EGW 
704 Sheridan 
Wauconda, IL 60084 


Any checks/etc received after the pile is gone, will be returned at my 
expense. 


personal checks will have their box(s) packed, labeled and tagged when the 
check is received, and shipped when the check clears. 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: KA9EGW@aol.com 

Subject: shack sale--sold out? 

Message-ID: <970422012027_1520159106@emout03.mail.aol.com> 


Looks like I may have an offer on the whole pile--will report back to the 
list if the deal falls through. In the meantime, hang onto your bucks. 


73 de KA9EGW 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: "Walter L. Marshall" <wmarshal@CapAccess.org> 

Subject: Spark coil FS 

Message-ID: <Pine.SUN.3.91-FP.970421203450.13891B-100000@cap1.capaccess.org> 


Dear Boat People, 

Chicago Apparatus Co. Looks like a Model T coil except about 
four times the size, with an antenna and ground, terminals. 
Someone buy this from me for $60, before temptation gets to me 
and I boot it up. Or make an offer. 

Walter 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 

From: "Walter L. Marshall" <wmarshal@CapAccess.org> 

Subject: Telegraph sounders FS 

Message-ID: <Pine.SUN.3.91-FP.970421202843 .13891A-100000@cap1.capaccess.org> 


Dear Fellow Boaters, 

Picked up a couple of sounders. Don't know what they're 
worth, so we'll try this: 

One unmarked, wood and brass, the normal sounder, $45. 

Brunnell, Mainline Sounder 15P, 30 ohms. Nice, adjustable 
gap between coils and bar, $60. 

Ox make me an offer. 

Walter 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: John <johnmb@mindspring.com> 


Subject: Undamped meter movements-Hoyt? 
Message-ID: <199704221419.KAA20660@brickbat9.mindspring.com> 


The recent thread on the Knight T50 and its undamped movement 
prompts a question I've wondered about. 

My Adventurer, Conar and Micamold transmitters use an undamped 
meter movement, which thrashes away violently as the transmitter 
is being keyed. It also makes proper loading a less than rapid prospect 
as one has to wait for the meter to quit bouncing off the stops 
to obtain a reading. I believe many of these meters were made 
by Hoyt (Perhaps including early heath DX-xx series rigs, prior 
to the DX40). 

The question is, do these things ever break as a result of 
all this thrashing around ? I remember in an early Heath rig, 
being able to place the meter slide switch in an intermediate 
positon to turn it OFF, so I'd not have to watch the thing bounce off 
the stops....but not all rigs allow this. 

Has anyone worn these out, or should I stop worrying about 
it when I'm operating these things? 

/John 


Wanted: Rack cabinet for Globe King 500C 
Heath A8/A9 Audio Amp 
National NC-46 Rx. 


johnmb@mindspring.com 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: "Robert Nickels" <ranickel@subcellar.mwci.net> 
Subject: Wireless B-A Fun 

Message-ID: <199704220344 .WAA29607@subcellar.mwci.net> 


..which in this case stands for Wireless Broadcaster-Amplifier, a 
staple of the Knight kit section of every Allied catalog I can 
remember. Preferring to have my allowance for things like Span 
Masters, I never owned one as a kid, but always dreamed of the fun 
(and mischief) I could create with a Wireless AM Broadcaster of my 
very own. 


Thanks to one fellow's $5 table at the Elgin swap meet Sunday, I now 
have one of these blue-hammertone beauties. It even works! But it 
sounds about as good (?) on FM as AM. According to the write-up in 
the Allied Radio Circuit Handbook, 1959 edition (25 cents and darn 
well worth it!) the circuit uses a 50C5 oscillator that tunes the BC 


band, modulated by a 50C5 in what looks like a Heising modulator 
circuit. Let's see, a good watt or two modulating a 100 mw final, 
gee this thing outta sound like Astabula Bill! 


But it sounds distorted and FM-ey. Anyone fiddled with these things, 
or have any idea how to increase the ratio of AM to FM on such a 
simple modulated oscillator? Or should I forget it and go play 
radio station some more? 


Thanks and 73, 


Bob W9RAN 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: Ho4bart@aol.com 

Subject: Re: Wireless B-A Fun 

Message-ID: <970422041112_2049626847@emout15.mail.aol.com> 


In a message dated 97-04-22 00:50:44 EDT, ranickel@subcellar.mwci.net (Robert 
Nickels) writes: 


<< band, modulated by a 50C5 in what looks like a Heising 
modulator 

circuit. Let's see, a good watt or two modulating a 100 mw 
final, gee this thing outta sound like Astabula Bill! 


But it sounds distorted and FM-ey. Anyone fiddled with these 
things, or have any idea how to increase the ratio of AM to FM 
on such a_ simple modulated oscillator? Or should I forget it and 
go play radio station some more? >> 


I put in alot of hours behind the microphone of the mighty 
Knight Kit Wireless Broadcaster. The sound quality never 
bothered me too much, i never expected too much, and 

always reckoned that the audio limitations were from the 
crummy 12ax7- 50c5 audio circuit. I never noticed the FM 

ing that much, perhaps this is the source of some of your 
audio dissatisfaction. The only way to decrease the FM 

would be to redo the L/C ratio in the osc tuned ckt in favor 
of a very high capacitor, or to reduce the modulation to a 
very low level. I happened to read about this latter approach 
in one old Radio News magazine recently. As for the 
modulation level going to 800%, forget it. As i understand it, 
the class A audio here never goes to zero volts, so there is 
no negative clipping. I don't believe you achieve 100% with 

a simple Heising modulator unless you insert a dropping 
resistor in the line to the RF so that its voltage actually 


can swing to zero. 

The Knight Kit resisted all my youthful efforts to achieve 
citywide range. There's no component in the triode-wired 

50c5 oscillator that you can change to exceed 0.1 watt, 

and hooking a much longer antenna to it just presents more 

of a mismatch since the antenna is at a high impedance 

point ( right off the tank coil, i.e. keep your bod away from 
the antenna ). I attempted also a linear amp for mine, 

but ignorantly used a large power triode, which actually 
reduced the power output. a 6AQ5 would have been a 

much better choice. One of the other fellows at school 

outdid everyone with a 6V6 pair in a BC-375 tuning unit, 

he achieved citywide range until someone called in at 

his "request line" ( i.e. public phone booth ) and threatened 
to call the FCC. That was KEHR "Edmonds Heights Radio". 

I had a QSL card even. 

When i was living in the lesser Seattle area i liked to keep 
track of such radio shennanigans. uh oh...... digressing... 
like "How KOW-2 became KLK". ( PNB sold off their 

AM shore-ship xmtr, 2522 kc/s, which was bought by some 

young folk who modified it to a carrier current broadcast 
station, at 500 watts) or the AN/TRC-1 that became an 

FM station. or the 811-tube Tesla coil that was used to 
answer Seattle rocker KIJR 950 when they as publicity 

stunt turned off their transmitter to listen for replies from 
extraterrstials. Quote from member of Seattle FCC staff 

at the time: "these..... stations blossom every spring like 
mushrooms on Seattle lawns ....they go away on their own". 
hue miller 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: jvercellino@sprynet.com 

Subject: WPE calls... 

Message-ID: <199704221414 .HAA23871@m1.sprynet.com> 


Rob wrote... 


> This PE program was the impetus of my amateur radio interest. I'll always 
> cherish this certificate. 


As I so foolishly did with many of my certificates and equipment from my youth, 
they are now part of the Will County landfill. My PE callsign was WPE9IAN. 


73, John WB9OVV / WPE9IAN 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: George McCrary <geo@ipass.net> 

Subject: WR-600? 

Message-ID: <3.0.32.19970422020805 .00692a50@ipass.net> 


Anybody know anything about a Hallicrafters WR-600? Value? 


Thanks, 


George (KQ4QM) 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: "ro" <otterstad@mec.dk> 

Subject: WTB : tubes for BC 348 

Message-ID: <199704220754.JAA16470@inet.uni-c.dk> 


Ragnar Otterstad 
email : otterstad@mec.dk 


Need 6L7,6K8,6F8 and 6C8 for BC 348 restoration project.. 
is OK. 


73 Rag OZ8RO 


From boatanchors@sco.theporch.com Tue Apr 22 03:14:51 1997 
From: "Ray Allen,W2KBR" <raallen@erols.com> 

Subject: WTB Manual 

Message-ID: <335C1217.4659@erols.com> 


Used but good 


Groups: Anybody got a manual for a Heathkit IB-5281 RLC Bridge for sale 
or copy...and how bout a flat lever knob used on SB/HW series, like on 
the xtal select or Final Tune....and a main tune knob for SB series 


Thanks, 
73 Ray W2KBR/3 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: djw@unlinfo.unl.edu (Daniel Wright) 

Subject: WTB Navigator Meter (yeah...right!) 

Message-ID: <9704221555 .AA03161@unlinfo.unl.edu> 


But seriously folks...I have a nice Navigator that is in 


need of a new meter. The previous owner "fixed" the meter 

and now it deflects backward!! Hey....suppose I could just 
reverse the leads to the meter,or is it's accuracy/performance 
likely to have suffered from the "fix"?? Anyhoo...I imagine 

that finding a meter for this rig is going to be just as easy 

as finding that dang power supply connector for the KWM-1 (which 
I also need)...right?? Thanks very much for any help that 

may be forthcoming....... take care es 


73 de Dan -- WAOJRD .. 
WPEODEN (8-> 


From boatanchors@sco.theporch.com Tue Apr 22 13:13:02 1997 
From: rsolomon@tsd.textron.com 
Subject: WTD: CV-278 Connectors 
Message-ID: <9703228617 .AA861726244@cctds.tsd.textron.com> 


Picked up a nice CV-278 FSK Converter to mate with my R-392, 

2/3 the way to recreating RTTY setup. Need Power connector and 
Printer connector for the CV-278. They look like the power conn- 
ector for the T-195 XMTR, 4 pins, locking screw in middle. I need 
both a male and female connector. Female is power, male is for 
printer. Anyone have any or know of a source. FRS has only the 
female. Tnx for any help, 73, Dick, W1KSZ. 


